
 

APPENDIX C: 

GEOMETRIC DESIGN STANDARDS 
 

  



\\
ar

cs
er

ve
r1

\G
IS

\J
O

RD
\T

14
11

06
59

\C
AD

\1
10

65
9_

co
lle

ct
or

_t
yp

 se
ct

.d
w

g 
 4

/6
/2

01
8 

10
:4

2:
01

 A
M

R

GEOMETRIC DESIGN STANDARDS FOR MAJOR COLLECTORS
CITY OF JORDAN, MN

FIGURE 13
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TYPICAL SECTION OF MAJOR COLLECTOR
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TYPICAL SECTION OF MAJOR COLLECTOR WITH MEDIAN
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DRAINTILE AS REQUIRED
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1. Design standards for Minor Arterials shall be under the jurisdiction of MnDOT and Scott County.
2. Additional ROW will be needed at intersection to accommodate turn lanes, at the discretion of the City Engineer.

1 10' WHEN PARKING PERMITTED

1 10' WHEN PARKING PERMITTED
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GEOMETRIC DESIGN STANDARDS FOR LOCAL COLLECTORS
CITY OF JORDAN, MN

FIGURE 14
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TYPICAL SECTION OF MINOR COLLECTOR WITH PARKING
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TYPICAL SECTION OF MINOR COLLECTOR WITHOUT PARKING
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GEOMETRIC DESIGN STANDARDS FOR LOCAL STREETS
CITY OF JORDAN, MN

FIGURE 15
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TYPICAL SECTION OF LOCAL STREETS
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